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SECTION AA SECTION CC

JOINT REPLACEMENT
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SECTION BB

MID-SLAB REPLACEMENT

LANE REPLACEMENT WHERE ADJACENT
LANES OR JPC SHOULDERS WILL REMAIN
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SECTION DD

FULL WIDTH REPLACEMENT
(INCLUDING JPC SHOULDERS)

5.

6.

SAW AT LOCATIONS **J”” AND ALONG LONGITUDINAL

JOINT (IF ONLY ONE LANE IS REMOVED) FULL DEPTH
WITHOUT DAMAGE TO EXISTING CONCRETE. SAW RELIEF
JOINTS AS THE ENGINEER DIRECTS OR APPROVES.

REMOVE THE EXISTING JPC PAVEMENT TO THE LENGTH
AND AT THE LOCATIONS NOTED ELSEWHERE IN THE
CONTRACT. L=6 FEET MINIMUM AND LOCATIONS 'J~
SHALL NOT BE CLOSER THAN 6 FEET TO ANY TRANSVERSE
JOINT BEYOND THE REPAIR.

INSTALL SMOOTH, LOAD TRANSFER DOWELS (EXCEPT USE
TIE BARS FOR SECTION CC), 18 INCHES LONG (SEE
STANDARD DRAWING NO. RPS-020 FOR DOWEL SIZE)

AT LOCATIONS ‘*J”. INSTALL DOWELS (OR TIE

BARS FOR SECTION CC)IN THE EXISTING CONCRETE
USING EPOXY TYPE V. INSTALL DOWELS (OR TIE

BARS FOR SECTION CC)ON 12 INCH CENTERS

BEGINNING 12 INCHES FROM THE EDGE OF THE SLAB.

IF L IS GREATER THAN 20 FEET, INSTALL NEW

LOAD TRANSFER ASSEMBLY(S) AND CONSTRUCT
CONTRACTION JOINTS SUCH THAT THE DISTANCE
BETWEEN JOINTS IN THE REPLACED SECTION IS

NO LESS THAN 10 FEET OR MORE THAN 20 FEET.
TRANSVERSE JOINTS SHALL BE SPACED APPROXIMATELY
15" EQUIDISTANT, BUT NOT LESS THAN 10 FEET

OR NO MORE THAN 20 FEET. ADJUST JOINTS TO PROVIDE
THE MINIMUM NUMBER OF JOINTS WITHOUT EXCEEDING
THE 10-20 FOOT RANGE. INSTALL NEW LOAD TRANSFER
ASSEMBLY(S) AND ALIGN LOAD TRANSFER ASSEMBLY(S)
WITH AN EXISTING JOINT OR CRACK IN THE ADJACENT
SLAB IF ONLY ONE LANE IS BEING REPLACED.

IF ONLY ONE LANE IS REMOVED, AND L>25‘, INSTALL
NEW 1-INCH TIE BARS 18 INCHES LONG ON 30 INCH
CENTERS IN THE LONGITUDINAL JOINT USING EPOXY
TYPE 1vV. IF 2 OR MORE LANES ARE REMOVED, CONSTRUCT
LONGITUDINAL JOINT(S) ACCORDING TO THE STANDARD
DRAWING EXCEPT USE 1-INCH TIE BARS 18 INCHES LONG
ON 30 INCH CENTERS. IF L<25', DO NOT TIE THE
LONGITUDINAL JOINT TO THE EXISTING LANE; USE A
BOND BREAKER MATERIAL APPROVED BY THE ENGINEER
TEGE WILL ASSURE NO INTERACTION WITH THE ADJACENT
LANE.

REPLACE WITH NON-REINFORCED JPC PAVEMENT AND
INSTALL CONTRACTION JOINTS AT LOCATIONS “'K*
AND CONTRACTION JOINTS (OR A CONSTRUCTION JOINT
FOR LOCATION CC) AT LOCATIONS ““J*. SAW AND SEAL
ALL JOINTS.

SEE “*CROSS SECTION” FOR SECTION F,
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